


Flexible modules

Angle adjustment is easy and fast
Bend angle can reach to 120º with 5 levels
And the angles used are clearly indicated with marks



MODELS
Model (series) X2.9 X3.9

Pixel Pitch 2.9mm 3.9mm

Physical Density 112,896pixels/m2 65,536pixels/m2

Virtual Density

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD

Module Resolution 168x42pixels 128x32pixels

Module Dimension 500x125mm 500x125mm

Cabinet Resolution 168x168pixels 128x128pixels

Cabinet Dimension 500x500x84mm 500x500x84mm

Cabinet Weight 8.9kg 8.9kg

Brightness Level ≥1,200nits 1,200~1,700nits

Max Power Consumption 480w/m2 800w/m2

Ave Power Consumption 160w/m2 266.8W/m2

Viewing Angle 110°/110° 110°/110°

Operating Power Source 100-240V AC 50-60Hz AC90-260V 50-60Hz

Operating Temperature -10ºC~+45ºC -10ºC~+45ºC

Refresh Rate 1,000~3,840Hz (Configurable) 1,000~4,800Hz (Configurable)

Transparent Rate

Life Span 100,000Hours 100,000Hours

MTBF

Protecting Rating IP30 IP30

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable 5 Levels (20°,10°,0°,-10°,-20°) 5 Levels (20°,10°,0°,-10°,-20°)

Max Rigging N/A N/A

Verification N/A N/A



Die-cast aluminium frame
Seamless-precision die-cast aluminium 
frame-very slim

Separate and exchangeable power /
control module

Super low weight only 8,7Kg/panel

Smart Press 2

Silence with no fan design

Safety innovative panel protection

System side blades, Bottom stands

Super heigh refresh rate, over 2400Hz 
(configurable)

Stacking system



MODELS
Model (series) S1.81 S2.42 S2.91 S3.63

Pitch 1.81mm 2.42mm 2.91mm 3.63mm

Physical Density 302,311pixels/m2 170,050pixels/m2 118,090pixels/m2 75,577pixels/m2

Virtual Density N/A N/A N/A N/A

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD

Module Resolution 128x128pixels 96x96pixels 80x80pixels 64x64pixels

Module Dimension 232.8x232.8mm 232.8x232.8mm 232.8x232.8mm 232.8x232.8mm

Cabinet Resolution 256x256pixels 192x192pixels 160x160pixels 128x128pixels

Cabinet Dimension 465.6x465.6x78mm 465.6x465.6x78mm 465.6x465.6x78mm 465.6x465.6x78mm

Cabinet Weight 8.7kg 8.7kg 8.7kg 8.7kg

Brightness Level 800~1,000nits 800~1,000nits 1,000~1,300nits 1,000~1,300nits

Max Power Consumption 830w/m2 (4.5V 40A) 830w/m2 390w/m2 390w/m2

Ave Power Consumption 277w/m2 277w/m2 130w/m2 130w/m2

Viewing Angle 140°/140° 140°/140° 110°/110° 110°/110°

Operating Power Source AC90-260V 50-60Hz AC90-260V 50-60Hz AC90-260V 50-60Hz AC90-260V 50-60Hz

Operating Temperature -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC

Refresh Rate 1,000~3,840Hz (Configurable) 1,000~3,840Hz (Configurable) 1,000~3,840Hz (Configurable) 1,000~3,840Hz (Configurable)

Transparent Rate N/A N/A N/A N/A

Life Span 100,000Hours 100,000Hours 100,000Hours 100,000Hours

MTBF

Protecting Rating IP30 IP30 IP30 IP30

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable N/A N/A N/A N/A

Max Rigging 7.44m(24.4ft) or 16 panels 7.44m(24.4ft) or 16 panels 7.44m(24.4ft) or 16 panels 7.44m(24.4ft) or 16 panels

Verification TUV verified CE, EMC, LVD, UL TUV verified CE, EMC, LVD, UL TUV verified CE, EMC, LVD, UL TUV verified CE, EMC, LVD, UL



Dancing floor
Also aviable for

Horizontal and vertical fast and easy locking

Die cast aluminum frame Non dropping screwsClickable mask

(with extra glass        protection)



MODELS
Model (series) Q2.62 Q3.91 Q6.25

Physical Density 2.62mm 3.91mm 6.25mm

Virtual Density 147,456pixels/m2 65,536pixels/m2 25,600pixels/m2

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD

Module Resolution 192x48pixels 128x32pixels 80x20pixels

Module Dimension 500x125mm 500x125mm 500x125mm

Cabinet Resolution 192*192pixels 128x128pixels 80x80pixels

Cabinet Dimension 500x500x81mm 500x500x81mm 500x500x81mm

Cabinet Weight 7.5kg 7.5kg 7.5kg

Brightness Level 1,000~1,500nits 1,200~1,800nits  1,200~1,800nits

Max Power Consumption 672w/m2 672w/m2 672w/m2

Ave Power Consumption 224w/m2 224w/m2 224w/m2

Viewing Angle 120°/120° 110°/110° 110°/110°

Operating Power Source AC200-240V 47-63Hz AC200-240V 47-63Hz AC200-240V 47-63Hz

Operating Temperature -10°C~+45°C -10ºC~+ 45ºC -10°C~+45°C

Refresh Rate 1,000~2,400Hz 1,000~2,400Hz (Configurable) 1,000~2,400Hz

Transparent Rate N/A N/A N/A

Life Span 100,000 hours 100,000 hours 100,000 hours

MTBF

Protecting Rating IP30 IP30 IP30

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable N N/A N/A

Max Rigging N/A N/A N/A

Verification CE, EMC, LVD CE, EMC, LVD CE, EMC, LVD



Customize 
curved panels

Easy locks, one hand operations 

Flexible rotation

IP65 front and IP54 rear



MODELS
Model (series) ER5.95 ER8.92

Pixel Pitch 5.95mm 8.92mm

Physical Density 28,224pixels/m2 12,544pixels/m2

Virtual Density

LED Arrangement 3IN 1 SMD 3 IN 1 SMD

Module Resolution 42x84pixels 28x56pixels

Module Dimension 250*500mm 250x500mm

Cabinet Resolution 84x168pixels 56x112pixels

Cabinet Dimension 500x1000x68mm 500x1000x68mm

Cabinet Weight 11Kg 11kg

Brightness Level 3,000-5,000nits 2,500~5,000nits

Max Power Consumption 600w/m2 600w/m2

Ave Power Consumption 200w/m2 200w/m2

Viewing Angle 110°/110° 110°/110°

Operating Power Source AC110-220V 50-60Hz AC110-220V 50-60Hz

Operating Temperature -10ºC~+ 45ºC -10ºC~+ 45ºC

Refresh Rate OVER 1,000HZ OVER 1,000HZ

Transparent Rate N/A N/A

Life Span 100,000Hours 100,000Hours

MTBF

Protecting Rating IP65 Front / IP54 Rear IP65 Front / IP54 Rear

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable

Max Rigging 1.7T 1.7T

Verification S-Video,VGA,DVI,HDMI,SDI S-Video,VGA,DVI,HDMI,SDI



Dancing floor
Also aviable for

Curved design and regular straightFront manteinance modules



MODELS
Model (series) M3.91 INDOOR 4.81 INDOOR 4.81 OUTDOOR 5.95 OUTDOOR 6.94 OUTDOOR

Pixel Pitch 3.91mm 4.81mm 4.81mm 5.95mm 6.94mm

Physical Density 65,536pixels/m2 43,264pixels/m2 43,264pixels/m2 28,224pixels/m2 25,600pixels/m2

LED Arrangement 3IN 1 SMD 3IN 1 SMD 3IN 1 SMD 3IN 1 SMD 3IN 1 SMD

Module Resolution 42x84pixels 52x104pixels 52x104pixels 52x104pixels 52x104pixels

Module Dimension 250*500mm 250*500mm 250*500mm 250*500mm 250*500mm

Cabinet Resolution 84x168pixels 104x280pixels 104x280pixels 104x280pixels 104x280pixels

Cabinet Dimension 500x1000x68mm 500x1000x68mm 500x1000x68mm 500x1000x68mm 500x1000x68mm

Cabinet Weight 12,5Kg 12,5Kg 13,5Kg 13,5Kg 13,5Kg

Brightness Level 1,000nits 1,000nits 2500 - 5000 nits 2500 - 5000 nits 2500 - 5000 nits

Max Power Consumption 600w/m2 600w/m2 600w/m2 600w/m2 600w/m2

Ave Power Consumption 200w/m2 200w/m2 200w/m2 200w/m2 200w/m2

Viewing Angle 110°/110° 110°/110° 110°/110° 110°/110° 110°/110°

Operating Power Source AC110-220V 50-60Hz AC110-220V 50-60Hz AC110-220V 50-60Hz AC110-220V 50-60Hz AC110-220V 50-60Hz

Operating Temperature -10ºC~+ 45ºC -10ºC~+ 45ºC -10ºC~+ 45ºC -10ºC~+ 45ºC -10ºC~+ 45ºC

Refresh Rate 1,920HZ 1,920HZ 1,920HZ 1,920HZ 1,920HZ

Transparent Rate N/A N/A N/A N/A N/A

Life Span 100,000Hours 100,000Hours 100,000Hours 100,000Hours 100,000Hours

Protecting Rating IP40 Front / IP21 Rear IP40 Front / IP21 Rear IP65 Front / IP54 Rear IP65 Front / IP54 Rear IP65 Front / IP54 Rear

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Max Rigging 1.7T 1.7T 1.7T 1.7T 1.7T

Verification S-Video,VGA,DVI,HDMI,SDI



14Kg por cabinet

90mm frame depth 
and 150mm with control module

Easy and fast assembly with 
integrated fast locks



MODELS
Model (series) L10 INDOOR SERIES L10 OUTDOOR SERIES

Pixel Pitch 10mm 10mm

Physical Density 10,000pixels/m2 10,000pixels/m2

Virtual Density N/A N/A

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD

Module Resolution 32x24pixels 32x24pixels

Module Dimension 320x240mm 320x240mm

Cabinet Resolution 64x72pixels 64x72pixels

Cabinet Dimension 640x720x90mm 640x720x90mm

Cabinet Weight 17kg 14kg

Brightness Level 1,200nits 4,000~5,500nits

Max Power Consumption 650w/m2 650w/m2

Ave Power Consumption 215w/m2 215w/m2

Viewing Angle 110°/110° 110°/110°

Operating Power Source AC90-260V 50-60Hz AC90-260V 50-60Hz

Operating Temperature -10ºC~+45ºC -10ºC~+45ºC

Refresh Rate Over 1,000Hz (configurable) Over 1,000Hz (configurable)

Transparent Rate N/A N/A

Life Span 100,000Hours

MTBF

Protecting Rating IP30 IP65 Front/IP54 Rear

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable N/A

Max Rigging 18m or 25 panels

Verification SGS verificed CE, EMC, LVD, FCC, ETL, RoHS



MODELS
Model (series) L8 INDOOR SERIES L8 OUTDOOR SERIES L6.67 INDOOR SERIES L6.67 OUTDOOR SERIES

Pixel Pitch 8mm 8mm 6.67mm 6.67mm

Physical Density 15,625pixels/m2 15,625pixels/m2 22,500pixels/m2 22,500pixels/m2

Virtual Density N/A N/A N/A N/A

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD

Module Resolution 40x30pixels 40x30pixels 48x36pixels 48x36pixels

Module Dimension 320x240mm 320x240mm 320x240mm 320x240mm

Cabinet Resolution 80x90pixels 80x90pixels 96x108pixels 96x108pixels

Cabinet Dimension 640x720x90mm 640x720x90mm 640x720x90mm 640x720x90mm

Cabinet Weight 17kg 17kg 17kg 14kg

Brightness Level 4,000~5,500nits 4,000~5,500nits 1,200nits 4,500~6,000nits

Max Power Consumption 650w/m2 650w/m2 650w/m2 650w/m2

Ave Power Consumption 215w/m2 215w/m2 215w/m2 215w/m2

Viewing Angle 110°/110° 110°/110° 110°/110° 110°/110°

Operating Power Source AC90-260V 50-60Hz AC90-260V 50-60Hz AC90-260V 50-60Hz AC90-260V 50-60Hz

Operating Temperature -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC

Refresh Rate Over 1,000Hz (Configurable)

Transparent Rate N/A N/A N/A N/A

Life Span 100,000Hours 100,000Hours 100,000Hours 100,000Hours

MTBF

Protecting Rating IP65 Front / IP54 Rear IP65 Front / IP54 Rear IP30 IP65 Front / IP54 Rear

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable N/A N/A N/A N/A

Max Rigging 18m or 25 panels 18m or 25 panels 18m or 25 panels 18m or 25 panels

Verification SGS verificed CE, EMC, LVD, FCC, ETL, RoHS



MODELS
Model (series) L5 INDOOR SERIES L5.7 OUTDOOR SERIES L4.4 INDOOR SERIES L4 INDOOR SERIES

Pixel Pitch 5mm 5.7mm 4.4mm 4mm

Physical Density 40,000pixels/m2 30,625pixels/m2 50,625pixels/m2 62,500pixels/m2

Virtual Density N/A N/A N/A

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD

Module Resolution 64x48pixels 56x42pixels 72x54pixels 80x60pixels

Module Dimension 320x240mm 320x240mm 320x240mm 320x240mm

Cabinet Resolution 128x144pixels 112x126pixels 144x162pixels 160x180pixels

Cabinet Dimension 640x720x90mm 640x720x90mm 640x720x90mm 640x720x90mm

Cabinet Weight 14kg 14kg 17kg 14kg

Brightness Level 1200nits 4,500~6,000nits 1200nits 1200nits

Max Power Consumption 650w/m2 650w/m2 650w/m2 650w/m2

Ave Power Consumption 215w/m2 215w/m2 215w/m2 215w/m2

Viewing Angle 110°/110° 140°/140° 110°/110° 110°/110°

Operating Power Source AC90-260V 50-60Hz AC90-260V 50-60Hz AC90-260V 50-60Hz AC90-260V 50-60Hz

Operating Temperature -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC

Refresh Rate Over 1,000Hz (Configurable)

Transparent Rate N/A N/A N/A N/A

Life Span 100,000Hours 100,000Hours 100,000Hours 100,000Hours

MTBF

Protecting Rating IP30 IP65 Front / IP54 Rear IP30 IP30

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable N/A N/A N/A N/A

Max Rigging 18m or 25 panels 18m or 25 panels 18m or 25 panels 18m or 25 panels

Verification SGS verificed CE, EMC, LVD, FCC, ETL, RoHS



Angle adjustor

Trasnparency

Solid
Curved       curtain with 
five angle adjustor (-15º, -7.5º, 0º, 7,5, 15º)

Optional transparency panel

Optionalsolid panel



MODELS
Model (series) E6.25 SERIES E8.92 SERIES E10 SERIES E12.5 SERIES

Pixel Pitch 6.25mm 8.92mm 10mm 12.5mm

Physical Density 25,600pixels/m2 12,544pixels/m2 10,000pixels/m2 6,400pixels/m2

Virtual Density N/A N/A N/A N/A

LED Arrangement 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD 3 IN 1 SMD

Module Resolution 80x40pixels 56x28pixels 40x20pixels 32x16pixels

Module Dimension 500x250mm 500x250mm 400x200mm 400x200mm

Cabinet Resolution 80x160pixels 56x112pixels 40x80pixels 32x64pixels

Cabinet Dimension 500x1,000x70mm 500x1,000x70mm 400x800x59mm 400x800x59mm

Cabinet Weight 8kg 8kg 5.5kg 5.5kg

Brightness Level 2,500~3,500nits 2,500~3,500nits 2,500~3,500nits 2,500~3,500nits

Max Power Consumption 400w/m2 400w/m2 470w/m2 470w/m2

Ave Power Consumption 130w/m2 130w/m2 156w/m2 156w/m2

Viewing Angle 110°/110° 110°/110° 110°/110° 110°/110°

Operating Power Source AC200-240V 50-60Hz AC200-240V 50-60Hz AC200-240V 50-60Hz AC200-240V 50-60Hz

Operating Temperature -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC -10ºC~+45ºC

Refresh Rate 200~600Hz 200~600Hz 300~1,000Hz 300~1,000Hz

Transparent Rate N/A 20%/Solid 40%/Solid 45%/Solid

Life Span 100,000Hours 100,000Hours 100,000Hours 100,000Hours

MTBF 5,000Hours 5,000Hours

Protecting Rating IP54 IP54 IP54 IP54

Signal Input Source Composite, S-Video, Component, VGA, DVI, HDMI, SDI, HD SDI

Curvable 5 Position 5 Position 5 Position 5 Position

Max Rigging 24.4m or 28 panels 24.4m or 28 panels 24.4m or 28 panels 24.4m or 28 panels

Verification CE, EMC, LVD, FCC, RoHS CE, EMC, LVD, FCC, RoHS CE, EMC, LVD, FCC, RoHS CE, EMC, LVD, FCC, RoHS


















































